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	Thorne Lock  -  Penning UP

Moor boat on bollards below lock.
If the lock is full, allow any craft heading downstream to use the lock.


Enter the BW Key into the control panel and turn on.
(note that the panel orientation mimics the lock – i.e. head gates to left)


Raise BOTH tail gate sluices and allow the lock to empty.


Open BOTH tail gates, allow boat(s) to enter lock & set up bow & stern lines to or around bollards.
(note that, although narrow beam craft CAN manage with ONE gate, the vessel bottom plates can rub a groove in the gate mitres below the water line - this can result in premature leaking gates).


Close BOTH gates and lower BOTH sluices

Raise the head gate sluice on the boat side of the lock, this USUALLY keeps the boat to it's own side of lock.
When satisfied with boat safety, raise the opposite side sluice.


Open BOTH head gates in preparation for boat(s) leaving the lock.

Close BOTH road barriers, lift the swing bridge lock mechanism and open the swing bridge (note that the bridge is swung  MANUALLY).


Allow the boat(s) to leave the lock.


Close the swing bridge, ensuring that the locking mechanism 'falls'.

Open BOTH road barriers.

Close BOTH head gates and lower BOTH head gate sluices.


Remove BW key from panel
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	Thorne Lock  -  Penning DOWN
Moor boat on bollards above lock.
If the lock is empty, allow any craft heading upstream to use the lock.
Enter the BW Key into the control panel and turn on.
(note that the panel orientation mimics the lock – i.e. head gates to left)
Raise BOTH head gate side sluices and allow the lock to fill.

Open BOTH gates, in preparation for boat entering lock.
(note that, although narrow beam craft CAN manage with ONE gate, the vessel bottom plates can rub a groove in the gate mitres below the water line - this can result in premature leaking gates).
Close BOTH road barriers, lift the swing bridge lock mechanism, and open the swing bridge (note that the bridge is swung MANUALLY).

Allow the boat(s) to enter the lock. Close the swing bridge, ensuring that the locking mechanism 'falls'.

Open BOTH road barriers.
Close the head gates and Close the head gate sluices.
If desired, use ropes around the bollards to keep the boat under control.
DO NOT tie off the ropes and ensure that they do not get fast when descending the lock.
Raise BOTH tail gate sluices and allow the lock to empty
(keep boat(s) clear of sill !).
Open BOTH tail gates and allow the boat(s) to exit the lock.

Close BOTH tail gates and lower BOTH tail gate sluices.

Remove BW key from panel
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